Smarter Grill

Manual



WIFI Board APP Operational Steps

Android APP: Apple APP:
http://47.100.254.34/gril App Store-> Search->
|/SmarterGrill20200121. Type in “Smarter Grill” -
apk > Smarter Grill

Prerequisites:

Apple device: Iphone 6S above with |OS 13;
Android device: available for all versions

2.4G Internet available;
Bluetooth is on;



http://47.100.254.34/grill/SmarterGrill20200121.apk

WIFI Board APP Operational Steps
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Q smarter grill Cance Step I :
Smarter Grill Open APP
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Step 2:
Select “WLAN& Cellular”

Allow “Smarter Grill” to use
wireless data?

Some functionality may not work when
wireless data is turned off.

WLAN & Cellular
WLAN Only

Don't Allow
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Log in

& User name

a Password ©

Iz\ Remember the password

Forgotten your password?

Don t have an account? Reglster Now
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Step 3 Log in:
. Fill in “account name”;
2. Fill in “Password’;

Note:
If you have no account name yet, go to
“Register Now” at the bottom of the

page

Step 3.1 Register process:
|. Account name;

2. Password;

3. Phone number;

4. Email address;

5. Home address;

Press ’Submit”

Note:
* Is obligated;
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Step 4 Search new Grill:
|. Click the button at the upper right of
the page to search for a new grill;

Notes:
|. 2.4G WIFI available;
2. Device is connected to WIFI;
3. Bluetooth is switched on;
4. Move your device as close to the
controller as possible;
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< ool Step 4 Search new Grill:
GRILL: Search new gril 2. Grill series number will be shown next
to the Grill;
3. Click “Connect” to connect with the
A router, which is connected to your

" device;
| -~
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Search new grill

GRILL: SMOKER20010101

SSID:  WLAN

PSWD:

Search Grill Process

Step 1. Power on the control board and

press ON on the control board;

Step 2. enter the PSWD(Wi-Fi password);

Step 3. Click the Search button;

Step 4. The APP goes into grill list,
otherwise back to Step2;
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MY GRILL

q SMOKER20010101

Reg time(Jan 03,2020)

180+

PROBE/ONE

loading It may take
10 seconds

PROBE/TWO

500

PROBE/THREE

Step 4 Connecting with the Grill:
4. Fill in your password

Notes:

|. SSID will automatically connect with
your device if it is connected to the
WIFI

Step 4 Connecting with the Grill:
5. List of grill devices
6. Click on the grill emblem

Step 4 Connecting with the grill:
7.Main control panel is loading




WIFI Board APP Operational Steps

Grill Settings:
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WIFI/ Bluetooth

RED: ON 2 R Grill Power
BLACK: OFF m ON/OFF
&
1 8 Actual Grill
temperature
GRILL SET
Lowest 220-c Highest
temperature - 282 temperature
setting setting
PROBE I_ 3 PROBE/ONE PROBE/TWO PROBE/THREE
Actual Probe OOO ———
Temperature RECIPE setup

107°C GOAL TEMP..

Probe setting and

maintenance

APP-Settings st




WIFI Board APP Operational Steps

Recipe Settings:
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e Create a new
recipe

£ RECIPE

All recipe list :

A TO‘ Self created

recipes

Favorite
recipes

RECIPE

Belly Burnt Jogibaer maintenance
list

en on spit 18-1-@&02keybandit

Belly Burnt Jogibaer
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Create a new recipe:
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< Recipe creation

User name Creator:smokeybandit
Please input Enter the name of the

Recipe name R—— recipe

Step Temp(°C) Time(M)

s ’ 107 5 4+ — Poss!ble to add
multiple steps
Grill
temperature, is Timer, is
adaptable adaptable

Save your Start the
recipe Generate procedure
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Setup Setting:
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£ Setting

Grill Name q Grill

Reg time:

January 03,2020

Remove Grill
O =

r ad ~a
reconnect Grill Unbind Rename the device | WI-FI password
Shut down 7\ ‘c
condition ° @ .
setting Shutdown time Shutdown temp | Temp conversion
Grill series
number E o
information

id: SMO...R20010101} Update version

Picture can be
changed

Change the
WIFI
password if
the former
WIFI
password has
been changed

Temperature

unit switch

between C/F

Company
information
and service

Company
contact



